
CLICK, ORDER AND INSTALL 

One scan, one click, and your metal wire mesh
is on its way! 

Follow the QR code and have a direct access to
our e-shop. 

Shipping within 48h

Wire 
Meshes

Metal in all of its shapes

Our main references 

www.gantois.com
contact@gantois.com
+33 3 29 55 64 86



Technical information

Type of wave
Way in which the warp and weft wires cross each other

Opening (w) 
For square and rectangular meshes : Distance between 2 consecutive warp threads and 2
consecutive weft threads

For triangular meshes : Diameter of the tangent sphere in the mesh

Mesh Number (N)
Number of pitch in one metric inch ( 27.78 mm=1/36mm)

Mesh
Number of pitch in one Imperial inch of 25.4mm 

Transparency (%)
Percentage of all apertures surfaces in the total screening surface

CHP : High Precision Range
Metal control screens used in applications requiring high precision such as control sieves.
They are subject to standardized dimensional tolerances (calibrated opening…) and very
regular meshes (Standard ISO-3310).

SER : Silkscreen Printing
Fabrics designed for slikscreen printing, high precision with regular mesh.

They are long-lasting ,ideal for thin and detailed printing with mechanical and chemical
resistance (solvents, high temperatures).

BG : Electromagnetic shielding (EMI, CEM, Faraday cage, lightning protection …)
Fabrics designed for electromagnetic shielding, optimized to attenuate waves with high
conductivity.
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Triangular mesh

Triangular mesh

Warp wires and weft wires
of differents sections. The
finer wires are imbricated.

Very common interlacing.
Warp and weft wires of
same section, spacing and
material.

Weft wires electrically
welded on warp wires at the
intersection point.
Possibilities for square or
rectangular opening.

Warp wires and weft wires
of differents sections. The
finer wires being placed side
by side.

Each wire goes successively
above and below each group
of 2 crossed wires with one
gap over each cycle. This
enterlacing create a wieving
side inclined at 45°.

Combinaison of a traditional
plain wire cloth with a
welded wire in each sides.
Complementarity with the
precision of the mesh and
the rigidity of welded wires.

Warp wires and weft wires of
differents sections. The finer
wires are imbricated. The
main difference with the
Dutch weave is double wire in
warp direction.

Resistance
High precision
Flexibility

High transparency
Excellent rigidity

Very high resistance
Smooth cloth in warp
direction

Self supporting product
Rigidity and filtration
Filtration to 20µ

High resistance
Very high precision
Achievement of very fine
filtration size 

High resistance
Low thickness for a given
aperture 

Optimal positionning of the
wires
Precision
Regularity
Rigidity
Transparency from 30 to 95%

Maximum resistance for the
square mesh
High deformability
Smooth surface
Minimum tranparency level
18%

Exceptionally high resistance
Very smooth fabric in warp
direction

Screening
Filtration
Aquaculture
Dr ying
Draining
Ventilation

Filtration to 6,3µ
Hydraulic filtration
Purification of fuels 

Direct filtration
Filtration pre-layers

Control sieving
Industrial sieving
EMC Shielding
Lightning shielding
Filtration to 25µ
Screen printing
Reinforcement / Protection 

Controle sieving
Industrial sieving
Filtration to 20µ
Spinning
Stamping

Filtration under very high pressure
Continuous filtration of polymer and
highly viscous fluids

Filtration under very high pressure
Continuous filtration of polymer and
highly viscous fluids

Filtration to 10µ
Layer or pre-layer for liquid filtration
Hydraulic filtration
Purification of fuels 

Reinforcement for filters
Reinforcement for glass and plastics
Cages Casing and Protection Support
for insulation Drying grid
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Interlacing Representation Description of texture Qualities Main application

Other texture
and interlacing:
HIGH PERFORMANCE,
TWILLED HERRINGBONE
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Other mesh: 
RECTANGULAR, CRIMPED
WIRE, SQUARE WIRE
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M a i n  t y p e s  o f  w i r e  c l o t hOur main meshes and type of waves 



1Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

 WOVEN MESHES - Galvanized Steel

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

100393 1 20 20 18,143 18,143 0,400 0,400 51 1,00 1 1,450  

100398 1 20,49 20,49 18,745 18,745 0,355 0,355 54 1,00 1 1,190  

104081 1,4 16 16 14,473 14,473 0,355 0,355 64 1,02 1 0,940  

100356 1,5 15,30 15,30 13,994 13,994 0,315 0,315 68 1,00 1 0,674  

100358 1,5 15,30 15,30 13,994 13,994 0,315 0,315 68 1,20 1 0,690  

100373 1,6 15,30 15,30 13,804 13,804 0,240 0,240 76 1,00 1 0,400  

100375 1,6 15,30 15,30 13,804 13,804 0,240 0,240 76 1,20 1 0,410  

100299 2,12 10 10 8,975 8,975 0,710 0,710 56 1,00 1 2,320  

100291 2,24 10 10 9,270 9,270 0,500 0,500 67 1,00 1 1,140  

100278 2,8 8 8 7,236 7,236 0,710 0,710 64 1,00 1 1,820  

100266 3,16 7 7 6,414 6,414 0,800 0,800 64 1,00 1 2,030  

100256 4 6 6 5,393 5,393 0,710 0,710 72 1,00 1 1,370  

100247 4,5 5 5 4,618 4,618 1,000 1,000 67 1,00 1 2,270  

100049 4,5 5 5 4,618 4,618 1,000 1,000 67 1,00 1 2,250  

100244 4,75 5 5 4,577 4,577 0,800 0,800 73 1,00 1 1,390  

100232 6,3 3,86 3,86 3,528 3,528 0,900 0,900 77 1,00 1 1,420  



WOVEN MESHES - Synthetics

2Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

1001134 1,3x1,53 1,3 1,53 14,65 17,58 0,28 0,28 68 1,00 1 0,130 grey

1001135 1,3x1,53 1,3 1,53 14,65 17,58 0,28 0,28 68 1,20 1 0,130 grey

1001136 1,3x1,53 1,3 1,53 14,65 17,58 0,28 0,28 68 1,40 1 0,130 grey

1001141 1,3x1,53 1,3 1,53 14,65 17,58 0,28 0,28 68 1,00 1 0,130 green

1001143 1,3x1,53 1,3 1,53 14,65 17,58 0,28 0,28 68 1,40 1 0,130 green

1001145 1,3x1,53 1,3 1,53 14,65 17,58 0,28 0,28 68 1,00 1 0,130 white

1001154 1,3x1,53 1,3 1,53 14,65 17,58 0,28 0,28 68 1,20 1 0,130 white

1001156 1,3x1,53 1,3 1,53 14,65 17,58 0,28 0,28 68 1,00 1 0,130 sand

1001158 1,3x1,53 1,3 1,53 14,65 17,58 0,28 0,28 68 1,40 1 0,130 sand
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 WOVEN MESHES - Annealed Steel 

Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

100180 0,29 60,4 60,4 54,043 54,043 0,180 0,180 38 1,0 1 0,920  

100176 0,355 50 50 45,766 45,766 0,200 0,200 41 1,0 1 0,930  

100170 0,475 39,68 39,68 35,524 35,524 0,240 0,240 44 1,0 1 1,060  

100165 0,53 35 35 31,358 31,358 0,280 0,280 43 1,0 1 1,250  

105392 0,8 25 25 22,780 22,780 0,315 0,315 51 0,68 1 1,230  

100143 1,06 16 16 14,350 14,350 0,710 0,710 36 1,0 1 3,700  

100778 1,3 16,34 15,43 14,941 14,111 0,400 0,500 58 1,0 1 1,420  

109344 1,4 17 17 15,526 15,526 0,236 0,236 73 1,9 1 0,240  

102573 1,4 17 17 15,526 15,526 0,236 0,236 73 2,15 1 0,240  

100133 1,5 14,17 14,17 12,700 12,700 0,500 0,500 56 1,0 1 1,600  

100127 1,6 12 12 10,996 10,996 0,710 0,710 48 1,0 1 2,740  

100116 2,12 10 10 8,975 8,975 0,710 0,710 56 1,0 1 2,320  

100062 4 6 6 5,292 5,292 0,800 0,800 69 1,0 1 1,630  



4

WOVEN MESHES - Aluminium

WOVEN MESHES - Brass

Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

100624 0,21 81,7 81,7 72,571 72,571 0,14 0,14 36 1,3 1 0,800  

100601 0,45 40 40 36,286 36,286 0,250 0,250 41 1,0 1 1,438  

100586 0,8 25 25 22,780 22,780 0,315 0,315 51 1,0 1 1,230  

100552 1,5 14,17 14,17 12,700 12,700 0,500 0,500 56 1,0 1 1,710  

100535 4,5 5 5 4,618 4,618 1,000 1,000 67 1,0 1 2,470  

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

101308 0,45 49 49 45,196 45,196 0,112 0,112 64 1,0 1 0,095

101421 1,35 17,4 16 15,728 15,728 0,265 0,265 70 1,35 1 0,19  

101422 1,35 17,4 16 15,728 15,728 0,265 0,265 70 1,2 1 0,183  
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WOVEN MESHES - Galvanized and
Plastic coated

WOVEN MESHES - Bronze

BG : Electromagnetic shielding             

Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

100771 0,052 300 300 276,087 276,087 0,04 0,04 32 1 2 0,240 BG

100764 0,09 200 200 181,429 181,429 0,05 0,05 41 1 1 0,270 BG

105611 0,425 60 60 54,624 54,624 0,04 0,04 84 1,38 1 0,050 BG

106712 0,93 27,5 27,5 25,149 25,149 0,08 0,08 85 1,38 1 0,090 BG

105374 0,93 27,5 27,5 25,149 25,149 0,08 0,08 85 1,68 1 0,090 BG

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

104025 1,6 15,3 15,3 14,000 14,000 0,24 0,24 76 1,0 1 0,650 Jaune

104026 1,6 15,3 15,3 14,000 14,000 0,24 0,24 76 1,0 1 0,650 Jaune

104610 1,238x1,
641 19,68 15,3 18,540 17,560 0,175 0,175 74 1,0 1 0,250 Noire



 WOVEN MESHES - Stainless Steel
304/304L
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CHP : High Precision Range          BG : Electromagnetic Shielding
SER : Slickscreen printing

Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

105190 0,01 350 2180 555,560 731,000 0,04 0,028 4 1,30 12 0,510

102180 0,014 219 1530 326,800 514,407 0,071 0,04 3 1,22 12 0,850

102179 0,02 185 1530 305,253 462,967 0,071 0,04 5 1,22 12 0,790

102060 0,025 550 510 524,113 505,055 0,028 0,03 22 1,02 2 0,200 CHP

101077 0,032 125 970 227,689 292,400 0,09 0,063 7 1,22 12 1,150  

103173 0,032 125 485 227,689 227,689 0,09 0,09 7 1,20 1 0,640  

105520 0,038 437,43
437,4

3
420,879 440,921 0,028 0,025 33 1,22 1,22 0,140 SER

102178 0,04 350 350 347,225 347,225 0,04 0,04 25 1,22 2 0,260

101529 0,043 91,07 380 165,345 225,837 0,125 0,08 7 1,22 11 1,070  

101356 0,045 342,9 342,9 342,938 342,938 0,036 0,036 31 1,00 2 0,210

101468 0,05 308 308 308,644 308,644 0,04 0,04 31 1,02 2 0,220  

107082 0,05 350 350 347,225 347,225 0,03 0,03 39 1,02 1 0,160 SER

106181 0,056 301,9 301,9 301,935 301,935 0,036 0,036 37 1,22 1 0,794  

101258 0,063 245,8 245,8 245,823 245,823 0,05 0,05 31 1,02 2 0,300

101533 0,075 250,2 250,2 250,252 250,252 0,036 0,036 46 1,02 1 0,140 SER

102863 0,08 213,7 213,7 213,677 213,677 0,05 0,05 38 1,22 1 0,260

100753 0,1 162,44
162,4

4
162,444 162,444 0,071 0,071 34 1,22 1 0,380  
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CHP : High Precision Range         BG : Electromagnetic Shielding
SER : Slikscreen Printing

Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

102177 0,1 269,67
269,6
7

185,187 185,187 0,05 0,05 44 1,22 2 0,310  

103656 0,1 200 200 198,414 198,414 0,04 0,04 51 1,02 1 0,140  

104783 0,1 130 115 131,028 131,028 0,112 0,112 22 1,305 2 0,700 CHP

104038 0,13 129,19
129,1
9

126,264 126,264 0,09 0,09 35 1,30 1 0,480  

100845 0,14 120,8 120,8 120,774 120,774 0,09 0,09 37 1,00 1 0,510  

102959 0,15 110,22
110,2
2

106,023 106,023 0,112 0,112 33 1,30 1 0,700  

104491 0,16 26,08 122 53,938 67,751 0,355 0,25 10 1,00 11 2,510  

100224 0,168 102,12
102,1
2

99,207 99,207 0,112 0,112 36 1,22 1 0,590

100843 0,168 102,12
102,1
2

99,207 99,207 0,112 0,112 36 1,02 1 0,590

100841 0,21 81,69 81,69 79,366 79,366 0,14 0,14 36 1,00 1 0,840

103771 0,23 109,36
109,3
6

108,933 108,933 0,025 0,025 81 1,22 1 0,035 BG

102636 0,25 70 70 67,751 67,751 0,16 0,16 37 1,00 1 0,820  

100836 0,29 60,4 60,4 59,102 59,102 0,18 0,18 38 1,00 1 0,970

107279 0,31 53,93 53,93 52,313 52,313 0,221 0,221 34 1,00 2 1,310  

 WOVEN MESHES - Stainless Steel
304/304L
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CHP : High Precision Range         BG : Electromagnetic Shielding
SER : Slikscreen Printing

Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

108738 0,315 53,93 53,9
3

53,938 53,938 0,2 0,2 37 1,00 1 1,000

100835 0,355 50 50 50,050 50,050 0,2 0,2 41 1,00 1 1,050

104639 0,45 45 45 44,092 44,092 0,18 0,18 51 1,30 1 0,670  

104640 0,45 45 45 44,092 44,092 0,18 0,18 51 1,00 1 0,760  

106714 0,45 55 55 55,556 55,556 0,05 0,05 81 2,00 1 0,080 BG

100834 0,475 39,68 39,6
8

39,069 39,069 0,236 0,236 45 1,00 1 1,160

102894 0,5 48 48 43,403 43,403 0,14 0,14 61 1,20 1 0,490  

100833 0,53 35 35 34,294 34,294 0,28 0,28 43 1,00 1 1,250

105856 0,53 35 35 34,294 34,294 0,28 0,28 43 2,00 1 1,410  

105372 0,58 27,5 27 26,969 26,969 0,45 0,45 32 1,03 1 0,630  

100832 0,63 29,39 29,3
9

29,395 29,395 0,315 0,315 44 1,00 1 0,440

101424 0,63 35 35 35,162 35,162 0,16 0,16 64 1,22 1 0,,80  

107189 0,71 26,08 26,0
8

26,083 26,083 0,355 0,355 44 1,00 1 1,510

107693 0,75 25 25 25,138 25,138 0,355 0,355 46 2,00 1 1,390

 WOVEN MESHES - Stainless Steel
304/304L



9Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

105712 0,8 25 25 24,913 24,913 0,315 0,315 51 1,25 1 1,280  

108390 0,95 22 22 21,959 21,959 0,315 0,315 56 1,30 1 1,150  

100820 1 20,49 20,4
9

19,841 19,841 0,4 0,4 51 1,00 1 1,450

100823 1 20,49 20,4
9

19,841 19,841 0,4 0,4 51 1,20 1 1,450  

100815 1,06 18 18 17,806 17,806 0,5 0,5 46 1,00 1 1,390  

105059 1,17 20 20 19,970 19,970 0,221 0,221 71 1,20 1 0,510  

100812 1,5 14,17 14,1
7

13,889 13,889 0,5 0,5 56 1,02 1 1,600

103435 1,5 16 16 16,001 16,001 0,236 0,236 75 1,00 1 0,500

104876 1,5 15,3 15,3 15,305 15,305 0,315 0,315 68 1,00 1 0,790  

108676 1,5 14,17 14,1
7

13,889 13,889 0,5 0,5 56 2,01 1 1,600

100879 1,8 13 13 13,134 13,134 0,315 0,315 72 1,02 1 0,190

104721 2 12 12 11,999 11,999 0,315 0,315 75 1,02 1 0,520  

 WOVEN MESHES - Stainless Steel
304/304L



10Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

105439 2 9,25 9,25 9,259 9,259 1 1 44 1,00 1 4,080  

106940 2 12 12 11,574 11,574 0,4 0,4 69 1,30 1 0,850  

100809 2,12 10 10 9,816 9,816 0,71 0,71 56 1,03 1 2,320  

104200 2,5 7,94 7,94 7,937 7,937 1 1 51 1,53 1 3,370  

106632 2,5 8 8 7,937 7,937 1 1 51 1,00 1 3,650

100808 3,15 7 7 7,032 7,032 0,8 0,8 64 1,00 1 1,270  

100807 4,5 5 5 5,051 5,051 1 1 67 1,00 1 2,300  

101350 4,75 5 5 5,005 5,005 0,8 0,8 73 1,00 1 1,400

105676 5 4,5 4,5 4,444 4,444 1,25 1,25 64 1,00 1 3,130  

105502 5,6 4 4 4,055 4,055 1,25 1,25 67 1,02 1 2,790  

 WOVEN MESHES - Stainless Steel
304/304L
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CHP : High Precision Range

Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

106419 0,02 131 760 380,521 440,921 0,053 0,043 8 1,02 11 0,49  

107069 0,025 555,5
555,

5 555,560 555,560 0,025 0,025 25 1,22 2 0,16 CHP

100947 0,026 420,8 391 420,879 391,239 0,04 0,045 16 1,02 2 0,46  

100290 0,036 330 305 323,000 301,935 0,05 0,056 18 1,02 2 0,38  

107092 0,045 270 240 257,204 239,466 0,063 0,071 17 1,02 2 0,51  

103811 0,045
360,7

5
360,
75 360,753 360,753 0,032 0,032 34 1,22 1 0,2 CHP

104396 0,05
308,6

4
308,
64 308,644 308,644 0,04 0,04 31 1,3 2 0,22  

107090 0,063 215 180 207,299 181,556 0,071 0,09 22 1,02 2 0,39

102045 0,077 213,7
213,

7 213,677 213,677 0,053 0,053 35 2 1 0,28

100181 0,08 213,7
213,

7 213,677 213,677 0,05 0,05 38 1,3 1 0,24

102083 0,09 214 214 208,857 208,857 0,043 0,043 46 1,3 1 0,18  

102516 0,1
162,4

4
162,
44 157,830 162,444 0,076 0,071 32 1,22 1 0,22  

105167 0,16 26,08 122 53,938 67,751 0,355 0,25 10 1,2 11 2,51  

105379 0,168
102,1

2
102,
12 99,207 99,207 0,112 0,112 36 1,2 1 0,66

 WOVEN MESHES - Stainless Steel       
316/316L
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CHP : High Precision Range

Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

102158 0,18 91,07
91,0

7 91,075 77,161 0,125 0,18 35 1,3 1 1,121 CHP

103867 0,18 70 70 73,100 69,272 0,2 0,221 22 1,2 2 1,39  

107476 0,18 80 66 77,161 69,272 0,18 0,221 25 0,82 2 1,59  

106590 0,2 19,15 109 42,735 69,445 0,45 0,2 9 1,32 11 2,87  

100172 0,2 81,69
81,6

9 81,700 81,700 0,14 0,14 35 1,3 1 0,92  

100169 0,25 67,75
67,7

5 67,751 67,751 0,16 0,16 37 1,3 1 0,87 CHP

105664 0,28 78,91
78,9

1 66,138 66,138 0,14 0,14 44 1,3 1 0,86 CHP

109276 0,28 60,40
60,4

0 60,387 60,387 0,18 0,18 37 1,3 1 0,98 CHP

105286 0,28 60,4 60,4 60,387 60,387 0,18 0,18 37 1 1 3,25

105663 0,3 55,5 55,5 55,556 55,556 0,2 0,2 36 1,3 1 1,31 CHP

102155 0,315 53,93
53,9

3 53,938 53,938 0,2 0,2 37 1,3 1 1,21 CHP

102154 0,355 47,98
47,9

8 47,976 47,976 0,224 0,224 38 1,3 1 1,22 CHP

102153 0,4 42,73
42,7

3 42,735 42,735 0,25 0,25 38 1,3 1 1,47 CHP

102100 0,4 42,73
42,7

3 42,735 42,735 0,25 0,25 38 1,3 1 1,23  

 WOVEN MESHES - Stainless Steel       
316/316L
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CHP : High Precision Range

Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

105636 0,425 39,39
39,3

9 39,401 39,401 0,28 0,28 36 1,3 1 1,46 CHP

102099 0,5 34,08
34,0

8 34,083 34,083 0,315 0,315 38 1,3 1 2,58 CHP

102098 0,5 34,08
34,0

8 34,083 34,083 0,315 0,315 38 1,3 1 1,11  

102999 0,5 34,08
34,0

8 34,083 34,083 0,315 0,315 38 1,3 1 1,49 CHP

100163 0,53 35 35 34,294 34,294 0,28 0,28 43 1,3 1 1,25  

105634 0,6 27,77
27,7

7 27,778 27,778 0,4 0,4 36 1,3 1 2,25 CHP

109272 0,63 29,39
29,3

9 29,395 29,395 0,315 0,315 44 1,3 1 1,31 CHP

102146 0,71 23,94
23,9

4 23,947 23,947 0,45 0,45 37 1,3 1 2,4  

100159 0,71 26,08
26,0

8 26,083 26,083 0,355 0,355 44 1,3 1 1,47  

102143 0,8 22,22
22,2

2 17,361 17,361 0,8 0,8 25 1,3 1 2,25 CHP

105633 0,85 20,57
20,5

7 20,576 20,576 0,5 0,5 40 1,3 1 1,45 CHP

101731 1 20 20 19,841 19,841 0,4 0,4 51 2,01 1 1,56

102140 1 17,8 17,8 13,889 13,889 1 1 25 1,3 1 2,78 CHP

105284 1,06 18 18 17,806 17,806 0,5 0,5 46 2 1 2,05

 WOVEN MESHES - Stainless Steel       
316/316L
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CHP : High Precision Range

Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12

Item
Nominal
Opening
(in mm)

Number Mesh Ø of wire
(in mm)

Transparency
 (in %)

Width
(in m)

Type of
wave

Weight
(kg/sqm)

Characteristic

106822 1,15 18 18 17,921 17,921 0,4 0,4 55 1,53 1 1,28  

103237 1,17 19,84
19,8

4 19,970 19,970 0,221 0,221 71 1,3 1 0,45

105362 1,18 15,34
15,3

4 15,347 15,347 0,63 0,63 43 1,53 1 3,37 CHP

105632 1,18 15,34
15,3

4 15,347 15,347 0,63 0,63 43 1,3 1 0,731 CHP

100148 1,4 13,16
13,1

6 13,165 13,165 0,71 0,71 44 1,3 1 3,25 CHP

105268 1,4 17,5 17,5 16,979 16,979 0,236 0,236 73 1,53 1 0,45  

100149 1,5 14,17
14,1

7 13,889 13,889 0,5 0,5 56 1,3 1 1,6

100146 2,1 10 10 9,885 9,885 0,71 0,71 56 1,3 1 2,32  

108264 2,5 8,7 8,7 8,654 8,654 0,71 0,71 61 2 1 2

100810 3,15 7 7 7,032 7,032 0,8 0,8 64 1 1 2,4  

103433 4 5,5 5,5 5,550 5,550 1,005 1,005 64 1,53 1 2,47  

 WOVEN MESHES - Stainless Steel       
316/316L
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WELDED MESHES

Item
Warp

Opening
(in mm)

Weft Opening
(in mm)

Ø of wire
(in mm)

Transparency
 (in %)

Material Width
(in m)

Weight
(kg/sqm)

176038 6,3 6,3 0,7 0,71 81 304/304L 1 1

171752 12,5 12,5 1 1 86 304/304L 1 1,11

172186 12,5 12,5 1,3 1,25 83 304/304L 1 1,4

174249 12,5 12,5 1 1 86 304/304L 2 0,96

174250 12,5 12,5 1,3 1,25 83 304/304L 2,03 1,96

174681 12,5 12,5 0,8 0,8 88 304/304L 1 1

175022 12,5 12,5 1,5 1,5 80 304/304L 1 2,3

170671 25 12,5 1,4 1,4 90 304/304L 2 2,01

173725 25 25 1,4 1,4 90 304/304L 1 1,23

174251 25 25 1 1 92 304/304L 2 0,97

175302 25 25 1,4 1,4 90 304/304L 2 2

178826 25 25 1 1 92 304/304L 1 1

171825 25 25 1,4 1,4 90 316/316L 1 1,22

175201 50 100 1,4 1,4 95 316/316L 1,33 2,45

Packaging in rolls
Cut to length on request

Squared
Mesh

PLAIN 1

Squared 
Mesh

TWILLED 2

Weft
Reps

 PLAIN 11

Weft
Reps

TWILLED 12
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WELDED MESHES

Packaging in rolls
Cut to length on request

Squared
Mesh

EVEN 1

 Squared
Mesh

CROSSED 2

Weft
Reps

EVEN 11

Weft 
Reps

CROSSED 12

Item
Warp

Opening
(in mm)

Weft Opening
(in mm)

Ø of wire
(in mm)

Transparency
 (in %)

Material Width
(in m)

Weight
(kg/sqm)

178835 6,3 6,3 0,73 0,73 80 Galvanized steel 1 0,85

173540 12,7 12,7 1,05 1,05 85 Galvanized steel 1,02 1,1

176349 19 19 1,45 1,45 86 Galvanized steel 1 1,5
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	WOVEN MESHES - Galvanized Steel
	Item
	Nominal  Opening (in mm)
	Number
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	Ø of wire (in mm)
	Transparency  (in %)
	Width (in m)
	Type of wave
	Weight (kg/sqm)
	Characteristic
	100393
	18,143
	18,143
	0,400
	0,400
	1,00
	1,450

	100398
	20,49
	20,49
	18,745
	18,745
	0,355
	0,355
	1,00
	1,190

	104081
	1,4
	14,473
	14,473
	0,355
	0,355
	1,02
	0,940

	100356
	1,5
	15,30
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	13,994
	13,994
	0,315
	0,315
	1,00
	0,674

	100358
	1,5
	15,30
	15,30
	13,994
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	0,690

	100373
	1,6
	15,30
	15,30
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	100375
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	100299
	2,12
	8,975

	100291
	2,24

	100278

